Remediation Group

Mark Nations
Mining Properties Manager
mnations@doerun.com

December 11, 2013

Mr. Jason Gunter

Remedial Project Manager

U.S. Environmental Protection Agency
Region 7 - Superfund Branch

11201 Renner Blvd.

Lenexa, KS 66219

Re: The Doe Run Company - Elvins/Rivermines Mine Tailings Site Monthly Progress Report
Dear Mr. Gunter:

As required by Article VI, Section 56 of the Unilateral Administrative Order (UAO) (CERCLA-
07-2005-0169) for the referenced project and on behalf of The Doe Run Company, the
progress report for the period November 1, 2013 through November 30, 2013 is enclosed. If
you have any questions or comments, please call me at 573-518-0800.

Sincerely,

t‘:;\ <
W 27@7'/%—
Mark Nations
Mining Properties Manager

Enclosures

¢: Jason England - TDRC
Mark Yingling — TDRC (electronic only)
Matt Woh] - TDRC (electronic only)
Robert Hinkson — MDNR
Ty Morris — Barr Engineering

i

1221 Mill Street, Leadwood, MO 63653
Telephone: (573) 562-7793



Elvins/Rivermines Mine Tailings Site
Park Hills, Missouri
Removal Action - Monthly Progress Report
Period: November 1, 2013 — November 30, 2013

Actions Performed and Problems Encountered This Period:

a.

f.

During the period, flow through the pilot test was directed in two separate configurations. In the first
flow configuration, water from the seepage pond passed through the roughing filter and discharged
through the bypass pipe. In the second configuration, flow from the seepage pond passed through the
iron filter and discharged into the round tank, after which it discharged from the round tank directly
into the effluent channel.

The roughing filter was observed to be overflowing on November 25, 2013. It is anticipated this is
due to sediment buildup in the roughing filter. The bypass valve was opened further to alleviate
headloss and lower the water surface elevation of the roughing filter.

Continued to collect analytical samples from the pilot test one to three times per week. Samples were
taken from the seepage pond (system influent), the ZVI filter effluent (RMP-Polish), and the roughing
filter effluent (RMP-Rough).

Continued to take analytical samples from the seep pond effluent and the western treatment pond
effluent to monitor the metals reduction of the treatment pond.

Flow through the seepage ponds was measured at approximately 190 gallons per minute on November
7,2013. This is within range of the 100 to 200 gallons per minute that is typically observed in the
system.

Flow to the east treatment cell remained off throughout this period.

Analytical Data and Results Received This Period:

a.

Dissolved zinc concentrations ranged between 18.95 mg/L and 21.95 mg/L in the polishing filter
effluent.

Total zinc concentrations in the polishing filter effluent ranged between 18.98 mg/L and 22.16 mg/L.
Total iron concentrations in the polishing filter effluent ranged between 0.02 mg/L and 0.048 mg/L.
Total suspended solids concentrations in the polishing filter were non-detect in all samples.

During this period, water samples were collected from just upstream of Old Missouri Highway 32, as
well as from upstream and downstream of the confluence of the site discharge with Flat River. The
analytical results for this event are included with this progress report.

During this period, the Ambient Air Monitoring Report for August 2013 was completed. Any issues
identified in this report are discussed below. A copy of this document has been sent to your attention.

The August 2013 Ambient Air Monitoring Report noted the following:
e  The action levels for lead and dust were not exceeded.

e No sample was taken with the Rivermines #3 (Water Plant) TSP monitor on 08/20/13 due to a
mechanical failure. Upon discovery of this issue the issue was corrected.

Developments Anticipated and Work Scheduled for Next Period:

a.
b.

C.

Continue analytical sampling and field measurements three times a week. No WET tests are planned.
Continue to operate the renovated pilot test.
Complete monthly water sampling activities as described in the Removal Action Work Plan.

Complete air monitoring activities as described in the Removal Action Work Plan.
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e. Continue monitoring the western treatment pond to evaluate the hydraulics and the metals reduction.

f. Continue preliminary work on a long-term surface water management plan including treatment and
disposal/discharge options for the seepage from the tailings pile that is currently treated in the
biocells.

g. Alter the hydraulic configuration of the pilot test next period. The flow through the pilot will again be
directed through the roughing filter, then through the polishing filter, then discharged into a settling
tank, and finally discharged into the drainage channel.

4. Changes in Personnel:

a. None.

5. Issues or Problems Arising This Period:

a. None.

6. Resolution of Issues or Problems Arising This Period:

a. None.



Pace Analytical Services, Inc.
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November 21, 2013

Amy Sanders

The Doe Run Com pany
P. 0. Box 500
Viburnum, MO 65566

RE: Project: NPDES (RIVERMINES)
Pace Project No.: 60157550

Dear Amy Sanders:

Enclosed are the analytical results for sample(s) received by the laboratory on November 14, 2013.
The results relaté only to the samples included in this report. Results reported herein conform to the
most current TNI standards and the laboratory's Quality Assurance Manual, where applicable, unless
otherwise noted in the body of the r eport.

If you have any questions conc erning this report, please feel free to contact me.

Sincerely,

Jamie Church

jamie.church@pacelabs.com
Project Manager

Enclosures

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
without the written consent of Pace Analytical Services, Inc.. Page 1 of 15




Pace Analytical Services, Inc.

/ QCEAHEMCHI t 9608 Loiret Bivd.

Lenexa, KS 66219
Wiy pacelals. con (913)599-5665

CERTIFICATIONS

Project: NPDES (RIVERMINES)
Pace Project No.: 60157550

Kansas Certification IDs

9608 Loiret Boulevard, Lenexa, KS 66219 Louisiana Certification #: 03055

WY STR Certification #: 2456.01 Nevada Certification #: KS000212008A
Arkansas Certification #: 13-012-0 Oklahoma Certification #: 9205/9935
lllinois Certification #: 003097 Texas Certification #: T104704407-13-4
lowa Certification #: 118 Utah Certification #: KS000212013-3
Kansas/NELAP Certification #: E-10116 lllinois Certification #: 003097

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc.. Page 2 of 15




Phoe Analytical
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Pace Analytical Services, Inc.
9608 Loiret Bivd.

Lenexa, KS 66219
(913)599-5665

SAMPLE SUMMARY

Project: NPDES (RIVERMINES)

Pace Project No.: 60157550

Lab ID Sample ID Matrix Date Collected Date Received
60157550001  11115/RIVERMINES Water 11/12/13 11:25 11/14/13 08:15

DOWNSTREAM

60157550002  11116/RIVERMINES UPSTREAM Water 11/12/1310:54  11/14/13 08:15
60157550003  11117/RIVERMINES 001 Water 11/12/13 11:07 11/14/13 08:15

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..

Page 3 of 15



Ace Analytical

W pacelabs, com:

Project:
Pace Project No.:

NPDES (RIVERMINES)
60157550

SAMPLE ANALYTE COUNT

Pace Analytical Services, Inc.

9608 Loiret Blvd.
Lenexa, KS 66219

(913)599-5665

Analytes
Lab ID Sample ID Method Analysts Reported Laboratory
60157550001 11115/RIVERMINES DOWNSTREAM EPA 200.7 TDS 6 PASI-K
EPA 200.7 TDS 3 PASI-K
SM 2540D RAH 1 PASI-K
EPA 300.0 oL 1 PASI-K
60157550002 11116/RIVERMINES UPSTREAM EPA 200.7 TDS 6 PASI-K
EPA 200.7 TDS 3 PASI-K
SM 2540D RAH 1 PASI-K
EPA 300.0 oL 1 PASI-K
60157550003 11117/RIVERMINES 001 EPA 200.7 TDS 3 PASI-K
SM 2540D RAH 1 PASI-K
SM 2540F RAH 1 PASI-K
EPA 300.0 oL 1 PASI-K

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
without the written consent of Pace Analytical Services, Inc..

Page 4 of 15



Phoe Analytical

WA pRCeIals. conk

Project:
Pace Project No.: 60157550

ANALYTICAL RESULTS

NPDES (RIVERMINES)

Pace Analytical Services, Inc.

9608 Loiret Blvd.
Lenexa, KS 66219
(913)599-5665

Sample: 11115/RIVERMINES
DOWNSTREAM

Parameters

Lab ID: 60157550001 Collected:
Report
Results Units Limit

11/12/13 11:25 Received:

MDL

DF

Prepared

Analyzed

11/14/13 08:15  Matrix: Water

CAS No. Qual

200.7 Metals, Total

Cadmium

Calcium

Lead

Magnesium

Total Hardness by 2340B
Zinc

200.7 Metals, Dissolved (LF)

Cadmium, Dissolved
Lead, Dissolved
Zinc, Dissolved

2540D Total Suspended Solids
Total Suspended Solids
300.0 IC Anions 28 Days

Sulfate

Date: 11/21/2013 11:18 AM

Analytical Method: EPA 200.7 Preparation Method: EPA 200.7

ND ug/L 5.0
102000 ug/L 100
6.1 ug/L 5.0
45100 ug/L 50.0
441000 ug/L 500
2800 ug/L 50.0

25
10.4
24
6.5

33

- ek wd wh eb =h

11/15/13 14:00
11/15/13 14:00
11/15/13 14:00
11/15/13 14:00
11/15/13 14:00
11/15/13 14:00

Analytical Method: EPA 200.7 Preparation Method: EPA 200.7

ND ug/L 5.0
5.3 ug/L 5.0
2360 ug/L 50.0

Analytical Method: SM 2540D

ND mg/L 5.0
Analytical Method: EPA 300.0

227 mg/L 20.0

25
24
33

5.0

32

20

11/19/13 17:00
11/19/13 17:00
11/19/13 17:00

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
without the written consent of Pace Analytical Services, Inc..

11/19/13 10:39
11/19/13 10:39
11/19/13 10:39
11/19/13 10:39
11/19/13 10:39
11/19/13 10:39

11/20/13 14:07
11/20/13 14:07
11/20/13 14:07

11/15/13 10:29

11/15/13 18:32

7440-43-9
7440-70-2 M1
7439-92-1

7439-95-4 M1

7440-66-6

7440-43-9
7439-92-1
7440-66-6

14808-79-8

Page 5 of 15



Ace Analytical”

WA pacelials. com

Project:

Pace Project No.: 60157550

ANALYTICAL RESULTS

NPDES (RIVERMINES)

Pace Analytical Services, Inc.

9608 Loiret Blvd.
Lenexa, KS 66219
(913)599-5665

Sample: 11116/RIVERMINES Lab ID: 60157550002 Collected: 11/12/13 10:54 Received: 11/14/13 08:15 Matrix: Water
UPSTREAM
Report
Parameters Results Units Limit MDL DF Prepared Analyzed CAS No. Qual
200.7 Metals, Total Analytical Method: EPA 200.7 Preparation Method: EPA 200.7
Cadmium ND ug/L 5.0 2.5 1 11/15/13 14:00 11/19/13 10:45 7440-43-9
Calcium 49200 ug/L 100 10.4 1 11/15/13 14:00 11/19/13 10:45 7440-70-2
Lead 4.5J ug/L 5.0 24 1 11/15/13 14:00 11/19/13 10:45 7439-92-1
Magnesium 32700 ug/L 50.0 6.5 1 11/15/13 14:00 11/19/13 10:45 7439-95-4
Total Hardness by 2340B 257000 ug/L 500 1 11/15/13 14:00 11/19/13 10:45
Zinc ND ug/L 50.0 3.3 1 11/15/13 14:00 11/19/13 10:45 7440-66-6
200.7 Metals, Dissolved (LF) Analytical Method: EPA 200.7 Preparation Method: EPA 200.7
Cadmium, Dissolved ND ug/L 5.0 2.5 1 11/19/13 17:00 11/20/13 14:09 7440-43-9
Lead, Dissolved 5.8 ug/L 5.0 24 1 11/19/13 17:00 11/20/13 14:09 7439-92-1 D9
Zinc, Dissolved 5.9J ug/L 50.0 33 1 11/19/13 17:00 11/20/13 14:09 7440-66-6
2540D Total Suspended Solids Analytical Method: SM 2540D
Total Suspended Solids ND mg/L 5.0 5.0 1 11/15/13 10:29
300.0 IC Anions 28 Days Analytical Method: EPA 300.0
Sulfate 42.3 mg/L 5.0 0.80 5 11/17/13 11:36  14808-79-8

Date: 11/21/2013 11:18 AM

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
without the written consent of Pace Analytical Services, Inc..

Page 6 of 15



Phoe Analytical

www, pacefals. conr

Project:

Pace Project No.: 60157550

ANALYTICAL RESULTS

NPDES (RIVERMINES)

Pace Analytical Services, Inc.
9608 Loiret Blvd.

Lenexa, KS 66219
(913)599-5665

Sample: 11117/RIVERMINES 001

Parameters

Lab ID: 60157550003 Collected:
Report
Results Units Limit

11/12/13 11:07  Received:

MDL

DF

Prepared

11/14/13 08:15 Matrix: Water

Analyzed CAS No. Qual

200.7 Metals, Total

Cadmium
Lead
Zinc

2540D Total Suspended Solids
Total Suspended Solids

2540F Total Settleable Solids
Total Settleable Solids

300.0 IC Anions 28 Days
Sulfate

Date: 11/21/2013 11:18 AM

Analytical Method: EPA 200.7 Preparation Method: EPA 200.7

ND ug/L 5.0
5.8 ug/L 5.0
16700 ug/L 50.0

Analytical Method: SM 2540D

ND mg/L 5.0
Analytical Method: SM 2540F

ND mL/L/hr 0.20
Analytical Method: EPA 300.0

905 mg/L 100

25
24
3.3

5.0

0.20

16.0

- b -d

100

11/15/13 14:00
11/15/13 14:00
11/15/13 14:00

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
without the written consent of Pace Analytical Services, Inc..

11/19/13 10:48 7440-43-9
11/19/13 10:48 7439-92-1
11/19/13 10:48 7440-66-6

11/15/13 10:29

11/14/13 09:00

11/17/13 11:50 14808-79-8

Page 7 of 15



1 Pace Analytical Services, Inc.
\ . . 9608 Loiret Bivd.
ace Analytical Lenexa, KS 66219

W, pacefans. com (913)599-5665

QUALITY CONTROL DATA

Project: NPDES (RIVERMINES)
Pace Project No.: 60157550

QC Batch: MPRP/25154 Analysis Method: EPA 200.7
QC Batch Method:  EPA 200.7 Analysis Description: 200.7 Metals, Total
Associated Lab Samples: 60157550001, 60157550002, 60157550003

METHOD BLANK: 1290119 Matrix: Water
Associated Lab Samples: 60157550001, 60157550002, 60157550003
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers

Cadmium ug/L ND 5.0 11/19/13 10:35

Calcium ug/L ND 100 11/19/13 10:35

Lead ug/L ND 5.0 11/19/1310:35

Magnesium ug/L ND 50.0 11/19/13 10:35

Total Hardness by 2340B ug/L ND 500 11/19/13 10:35

Zinc ug/L ND 50.0 11/19/13 10:35

LABORATORY CONTROL SAMPLE: 1290120

Spike LCS LCS % Rec
Parameter Units Conc. Result % Rec Limits Qualifiers

Cadmium ug/L 1000 1010 101 85-115
Calcium ug/L 10000 9560 96 85-115
Lead ug/L 1000 1020 102 85-115
Magnesium ug/L 10000 9950 99 85-115
Total Hardness by 2340B ug/L 64800
Zinc ug/L 1000 999 100 85-115
MATRIX SPIKE & MATRIX SPIKE DUPLICATE: 1290121 1290122

MS MSD

60157550001 Spike Spike MS MSD MS MSD % Rec Max
Parameter Units Result Conc. Conc. Result Result % Rec % Rec Limits RPD RPD Qual

Cadmium ug/L ND 1000 1000 1030 1060 103 106 70-130 3 10
Calcium ug/L 102000 10000 10000 105000 106000 21 37 70-130 2 9 M1
Lead ug/L 6.1 1000 1000 1010 1050 101 104 70-130 3 10
Magnesium ug/L 45100 10000 10000 51900 53400 68 84 70-130 3 9 M1
Total Hardness by 2340B ug/L 441000 475000 485000 2
Zinc ug/L 2800 1000 1000 3570 3730 76 93 70-130 4 1"

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
Date: 11/21/2013 11:18 AM without the written consent of Pace Analytical Services, Inc.. Page 8 of 15




“ ace Analytical

ww. pacelas. comn

Pace Analytical Services, Inc.
9608 Loiret Blvd.

Lenexa, KS 66219
(913)599-5665

QUALITY CONTROL DATA
Project: NPDES (RIVERMINES)
Pace Project No.: 60157550
QC Batch: MPRP/25207 Analysis Method: EPA 200.7
QC Batch Method:  EPA 200.7 Analysis Description: 200.7 Metals, Dissolved

Associated Lab Samples:

60157550001, 60157550002

METHOD BLANK: 1292227

Associated Lab Samples:

Matrix: Water

60157550001, 60157550002

Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Cadmium, Dissolved ug/L ND 5.0 11/20/13 14:02
Lead, Dissolved ug/L ND 5.0 11/20/13 14:02
Zinc, Dissolved ug/L ND 50.0 11/20/13 14:02
LABORATORY CONTROL SAMPLE: 1292228
Spike LCS LCS % Rec
Parameter Units Conc. Result % Rec Limits Qualifiers
Cadmium, Dissolved ug/L 1000 969 97 85-115
Lead, Dissolved ug/L 1000 1000 100 85-115
Zinc, Dissolved ug/L 1000 949 95 85-115
MATRIX SPIKE & MATRIX SPIKE DUPLICATE: 1292229 1292230
MS MSD
60157800001  Spike Spike MS MSD MS MSD % Rec Max
Parameter Units Result Conc. Conc. Result Result % Rec % Rec Limits RPD RPD Qual
Cadmium, Dissolved ug/L ND 5000 5000 5000 4960 100 99 70-130 1 10
Lead, Dissolved ug/L 80.0 5000 5000 4550 4530 89 89 70-130 0 10
Zinc, Dissolved ug/L 9970 5000 5000 13600 12700 74 55 70-130 7 11 M

Date: 11/21/2013 11:18 AM

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
without the written consent of Pace Analytical Services, Inc..
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’ aceAnalytical

Pace Analytical Services, Inc.

9608 Loiret Blvd.
Lenexa, KS 66219

Wi pacelals. com (913)599-5665
QUALITY CONTROL DATA
Project: NPDES (RIVERMINES)
Pace Project No.: 60157550
QC Batch: WET/44584 Analysis Method: SM 2540D
QC Batch Method:  SM 2540D Analysis Description: 2540D Total Suspended Solids

Associated Lab Samples: 60157550001, 60157550002, 60157550003

METHOD BLANK: 1289940 Matrix: Water
Associated Lab Samples: 60157550001, 60157550002, 60157550003
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids mg/L ND 5.0 11/15/13 10:27

SAMPLE DUPLICATE: 1289941

60157554001 Dup Max
Parameter Units Result Result RPD RPD Qualifiers
Total Suspended Solids mg/L ND ND 25
SAMPLE DUPLICATE: 1289942
60157499011 Dup Max
Parameter Units Result Result RPD RPD Qualifiers
Total Suspended Solids mg/L 17.0 15.0 12 25

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
Date: 11/21/2013 11:18 AM without the written consent of Pace Analytical Services, Inc..
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Pace Analytical Services, Inc.
9608 Loiret Blvd.

303 WWMI ) Lenexa, KS 66219

whaw. pacefans. com (913)599-5665

QUALITY CONTROL DATA

Project: NPDES (RIVERMINES)

Pace Project No.: 60157550

QC Batch: WETA/27129 Analysis Method: EPA 300.0

QC Batch Method:  EPA 300.0 Analysis Description: 300.0 IC Anions

Associated Lab Samples: 60157550001, 60157550002, 60157550003

METHOD BLANK: 1290055 Matrix: Water
Associated Lab Samples: 60157550001
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/L ND 1.0 11/15/1313:15
METHOD BLANK: 1291783 Matrix: Water
Associated Lab Samples: 60157550002, 60157550003
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/L ND 1.0 11/17/13 08:57
LABORATORY CONTROL SAMPLE: 1290056
Spike LCS LCS % Rec
Parameter Units Conc. Result % Rec Limits Qualifiers
Sulfate mg/L ) 5.0 100 90-110
LABORATORY CONTROL SAMPLE: 1291784
Spike LCS LCS % Rec
Parameter Units Conc. Result % Rec Limits Qualifiers
Sulfate mg/L 5 5.0 100 90-110
MATRIX SPIKE & MATRIX SPIKE DUPLICATE: 1290057 1290058
MS MSD
60157449001 Spike Spike MS MSD MS MSD % Rec Max
Parameter Units Result Conc. Conc. Result Result % Rec % Rec Limits RPD RPD Qual
Sulfate mg/L 206 100 100 299 302 93 97 80-120 1 15
MATRIX SPIKE SAMPLE: 1290059
60157449002 Spike MS MS % Rec
Parameter Units Result Conc. Result % Rec Limits Qualifiers
Sulfate mg/L 232 100 328 96 80-120

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
Date: 11/21/2013 11:18 AM without the written consent of Pace Analytical Services, Inc.. Page 11 of 15



Pace Analytical Services, Inc.
A T 9608 Loiret Bivd.
30& AMMCHI Lenexa, KS 66219

i, paceians. con (913)599-5665

QUALIFIERS

Project: NPDES (RIVERMINES)
Pace Project No.: 60157550

DEFINITIONS

DF - Dilution Factor, if reported, represents the factor applied to the reported data due to changes in sample preparation, dilution of
the sample aliquot, or moisture content.

ND - Not Detected at or above adjusted reporting limit.

J - Estimated concentration above the adjusted method detection limit and below the adjusted reporting limit.
MDL - Adjusted Method Detection Limit.

PRL - Pace Reporting Limit.

RL - Reporting Limit.

S - Surrogate

1,2-Diphenylhydrazine (8270 listed analyte) decomposes to Azobenzene.

Consistent with EPA guidelines, unrounded data are displayed and have been used to calculate % recovery and RPD values.
LCS(D) - Laboratory Control Sample (Duplicate)

MS(D) - Matrix Spike (Duplicate)

DUP - Sample Duplicate

RPD - Relative Percent Difference

NC - Not Calculable.

SG - Silica Gel - Clean-Up

U - Indicates the compound was analyzed for, but not detected.

N-Nitrosodiphenylamine decomposes and cannot be separated from Diphenylamine using Method 8270. The result reported for
each analyte is a combined concentration.

Pace Analytical is TNI accredited. Contact your Pace PM for the current list of accredited analytes.
TNI - The NELAC Institute.

LABORATORIES
PASI-K Pace Analytical Services - Kansas City

ANALYTE QUALIFIERS

D9 Dissolved result is greater than the total. Data is within laboratory control limits.
M1 Matrix spike recovery exceeded QC limits. Batch accepted based on laboratory control sample (LCS) recovery.

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,
Date: 11/21/2013 11:18 AM without the written consent of Pace Analytical Services, Inc.. Page 12 of 15



Ace Analytical”

Wy, Qaceials. comr

Pace Analytical Services, Inc.

QUALITY CONTROL DATA CROSS REFERENCE TABLE

9608 Loiret Blvd.
Lenexa, KS 66219
(913)599-5665

Project: NPDES (RIVERMINES)
Pace Project No.: 60157550
Analytical
Lab ID Sample ID QC Batch Method QC Batch Analytical Method Batch
60157550001 11115/RIVERMINES EPA 200.7 MPRP/25154 EPA 200.7 ICP/19424
DOWNSTREAM
60157550002 11116/RIVERMINES UPSTREAM EPA 200.7 MPRP/25154 EPA 200.7 ICP/19424
60157550003 11117/RIVERMINES 001 EPA 200.7 MPRP/25154 EPA 200.7 ICP/19424
60157550001 11115/RIVERMINES EPA 200.7 MPRP/25207 EPA 200.7 ICP/19449
DOWNSTREAM
60157550002 11116/RIVERMINES UPSTREAM EPA 200.7 MPRP/25207 EPA 200.7 ICP/19449
60157550001 11115/RIVERMINES SM 2540D WET/44584
DOWNSTREAM
60157550002 11116/RIVERMINES UPSTREAM SM 2540D WET/44584
60157550003 11117/RIVERMINES 001 SM 2540D WET/44584
60157550003 11117/RIVERMINES 001 SM 2540F WET/44523
60157550001 11115/RIVERMINES EPA 300.0 WETA/27129
DOWNSTREAM
60157550002 11116/RIVERMINES UPSTREAM EPA 300.0 WETA/27129
60157550003 11117/RIVERMINES 001 EPA 300.0 WETA/27129

Date: 11/21/2013 11:18 AM

REPORT OF LABORATORY ANALYSIS

This report shall not be reproduced, except in full,

without the written consent of Pace Analytical Services, Inc..
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o L0#: 60157550

ClientName: Doe Run Dptonal
Courier: FedEx\N\UPSE USPSO ChentO Commercial ] Pacell Otheri] Proj Due Date:

Tracking®: 97146 /153% 0> Pace Shipping Labe! Used? Yes [ No\q Proj Name:
Custody Seal on Cooler/Box Present: Yes™W No(l  Sealsintact Yes'\Q NoO

W DOOREWE OO

Packing Material: Bubble Wrap (1 Bubble Bags [ Foam O None Ol Other\2 Py,
Thermometer Used: [ T-194 Type of Biue None Ll Samples received on ice. cooling process has begun.
Cooler Temperature: .2 e b—:m—:n
Temperature shoud be above freezing o 6°C
Chain of Custody present: Nves CiNo OINA g
Chain of Custody filed out: 1512.5 One Ona fp
Chain of Custody relinquished: Nyes Ono Ona |3
Sampler name & signature on COC: Nyes Ono Ona |4
Samples arrived within holding time: Wres Ono Ona |5
Short Hold Time analyses (<72hr): b&“ One Clva s §&H gﬁ\'
Tum Around Time requested: Oves Nno DOna |7
Sufficient volume: ﬁ@ Ono Ona |8
Correct containers used: Bes [INo Cina
Pace containers used: Nyes ONo Ona g
IContainers intact: ' Rv‘es Ono ONa 1O,
Unpreserved 5035A soils frozen w/in 48hrs? Oves ONo RNA 11,
Filtered volume received for dissolved tests? Oves Nno OnA |12,
Sample labels match COC: Oyes Ono CINa
includes date/time/ID/analyses Matrix:  \LJ % 13,
All containers needing preservation have been checked. ‘g{m COno CINA
T 0t Gt O D8
E:miiz:s; VOA, coliform, TOC, O&G, WI-DRO (water), Olves ‘&No ::)':n'a;:the%n Lot m
Trip Blank present: DOives qu Ona
Pace Trip Blank lot # (if purchased): 15.
Headspace in VOA vials ( >6mm): Oves Cino &‘WA
‘ 16
Project sampled in USDA Regulated Area: Oves [No }N{A 17. List State:
Client Notification/ Resolution: Copy COCtoClient? Y / N Field Data Required? Y / N
Person Contacted: Date/Time: L
Comments/ Resolution. o - -
Project Manager Review. - ) - Date

FKS-C 003-Rev 7. 04B388 RIS



CHAIN-OF-CUSTODY / Analytical Request Document
The Chainot-Custody is 8 LEGAL DOCUMENT AN refevant fiwids must be completed sceurately

DOE RUN

Section A
Required Client Information:

Section B Section C

Required Project information:

Compary._ Tha Doe Run Gompany “[Pepon o Amy Sanders Atention: __ Amy Sanders - o pages 1 of 1
Address: PO Box 500 [Sopy To! yNane The Doe Run Company _ |REGULATORY AGENC
Aderess PO Box 500, Viburnum, MO 85561 ~ NPDES GROUND WATER
I_E_'"'”"-' asanders@doerun,com PuRIIeS Cree 0. | ooy TousT RCRA
Fhone. (573) 689-4535 [o(673) 2448175 Name.  NPDES (Rivermines) |-t Proied Site Location — s ‘ "
Requested Due Date/TAT: 8 7o 7 Days [Fropa Nomber. rone 7 STATE: _ Vs }gz;
meovary S Vaiid Matrix Codes | § COLLECTED DATE/TIME Botties / Proservatives [N L i I o Do I N]r;_ s In I [ [ NIN_ - g
MATRIX  CODE| £
- § cowosmrera | XG0 g gl o Asdard e i .
SOUSAO a
i § ifhdz i
SAMPLE ID - &
(#2091, g e § g ! g
Sampie Ds MUST BE UNIQUE 8 g a & s i Ana'y"g Test l i
; e oo e BRI s
DA DATE E )
— 2.0 E (nsy) | ¢ witary) | B 12 el g :
1 J11118 RPawL. RBPIN W o 1112113 | f/ el 2 1 1 SO0, PBD, ZN-D, MARD, 804, CD-T, PB-T, TS8-1, 2N-T vermines Downstrd (¢
2
3 fuse N/ N W G 111213/ O 2 i 1 C0-D, PB-D, ZN-D, HARD, 804, CD-T, PB-T, TSS-T, ZN.T restmings upstrasl] @)
4
5 |17 BRIL, BPaW . Wl @ vnzma| 1ol sl [1]1 504, 88, 186, COT, PB.T 2N wvermines 001 | (7%
‘ Ll
7
' ==
8
10
11
12
13
14
15
18
17
18
19
20
21
2
2
24
25
26
7
28
23
- e E -
ADDITIONAL COMMENTS RELINQUISHED BY / AFFILIATION DATE BY | AFFILIATION DATE SAMPLE CONDITIONS
o [T00 7 Tom Recoverse srd Daeoea e i EEWST A oz Ty Ty T
% ! I {
1 NAME AND TURE ¢ 3 'g i!
[=} PRINT Name of SAMPLER: £ £ c
2 Hopkins y, B 5| £8
o SIGNATURE of SAMPLER: ¢ |DATE Bigned 13/, 3 g B gg




THE DOE RUN COMPANY
SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS | pH
Date | Number ug/l ug/l ug/l | ug/l | ug/l | ug/l ug/l mg/l | mg/l | mg/l | mg/l
11/1/13 | 13-3614 JRMP SEEP T 579 | 21680~ | 5.7 | 23.4 |705.4] 30.1 1.2 176 :
[rmP sep D ] 20260 | EIERIIBISAI SR ] 0.08) |BEEEIREEE IS
11/1/13 13-3615|RMP POLISH T 15.5 1 22160~ | 2.1 | 25.5 | 7163} 27.5 47.7 180 | 719 | ND | 7.42
Jrmp poLISH D S 21950~ IS | 254 il e
RL 2.7 091} 097| 0.38] 0.86 | 1.4 2
MDL 0.85 0.28 0.3 0.12{ 0.27 | 0.58 0.34




The Quentin J. Schmidt Analytical Laboratory

EGE RU,'" 43 Tron County Road No 1 Bldg 3
Company Viburnum, MO 65566

(573) 244-8105

SEMO PROJECT: Rivermines
ANALY SIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total

METHOD BLANK
Associated Lab Samples: L13-0001-3614,L13-0001-3615
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L ND 0.38 11/1113
Copper ug/L ND 0.97 11/1/13
Lead ug/L ND 2.7 11/1/13
Zinc ug/L ND 091 11/1/13
Nickel ug/L ND 0.86 11/1/13
Thallium ug/L ND 1.86 11/1/13
Iron ug/L 1.2 2.0 11/1/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. 1.CS Results Rec Limits Qualifiers
Cadmium ug/L 500 481 96% 85-115%
Copper ug/L 500 471 94% 85-115%
Lead ug/L 500 479 96% 85-115%
Zinc ug/L 500 485 97% 85-115%
Nickel ug/L 500 475 95% 85-115%
Iron ug/L 500 473 95% 85-115%

MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME: 13-3614 1/100 dil

Parameter Units Results Conc Spike Results Results Rec Rec Limits Qual
Cadmium ug/L 0.01 500 500 459 456 92% 91%  70-130%
Copper ug/L 0.05 500 500 455 452 91% 90% 70-130%

Lead ug/L 0 500 500 451 450 90% 90%  70-130%
Zinc ug/L 216.8 500 500 681 679 93% 92% 70-130%
Nickel ug/L 83 500 500 462 461 91% 91% 70-130%

Iron ug/L 0 500 500 457 456 91% 91%  70-130%




The Quentin J. Schmidt Analytical Laboratory

RAFE RIIA I t d No 1 Bld
DL RUIY 43 Iron Counvy Road No g3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L13-0001-3614,L13-0001-3615
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 0.99 5 11/7/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 97 97%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 96 96%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3614
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 176 176 100%  85-115%
pH SM4500-H+E Results QC Limits Lab Standard Number
ICV Buffer 7.00 6.99 6.95-7.05 L13-0002-0003
ICV Buffer 4.00 4.01 3.95-4.05 1.12-0002-0046
ICV Buffer 10.01 10.00 9.96-10.06 L12-0002-0047
CCV Buffer 10.0( 9.99 9.96-10.06 L13-0002-0004
CCV Buffer 4.05 4.01 3.95-4.05 112-0002-0048

Slope 98.4% 90-102%



The
RAFE RBIIA
IIUI'-' nvn
Company

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: IC 300.00

ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0

Viburnum, MO 65566
(573) 244-8105

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3614,1.13-0001-3615
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/1/13
LABORATORY CONTROL SAMPLE
Spike LCS %Rec
Parameter Units Conc. LCS Results % Rec  Limits  Qualifiers

Sulfate mg/l 5 4.7

94% 85-115




The

R/Ars AR

MVE NVIY
Company

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

Viburnum, MO 65566
(573) 244-8105

METHOD BLANK MATRIX:Water
Associated Lab Samples: 1.13-0001-3615
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/l ND 5 11/4/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3615
Parameter Units Results Duplicate Qual
Total Suspended Solids  mg/l 1 1
LABORATORY CONTROL SAMPLE L13-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits  Qualifiers

Total Suspended Solids  mg/l 5 5

100% 85-115




Quentin J. Schmidt Analytical Laboratory

:eAE RIIA 43 Iron County Road No 1 Bldg 3
VVE RViY .
Company Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS
NA [Not Analyzed
ND [Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
B Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
- Estimated value, QA/QC criteria not met.
- Unusable value, QA/QC criteria not met.
***  |Dissolved result > than associated Total result.
- 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES  Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 JAA GWP 11/8/2013
Alka JT Manager Date
IC JAA EJS 11/8/2013




THE DOE RUN COMPANY
SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS | pH | Tubidy
Date Number ug/l ug/l ug/l | ug/l ng/l ug/l u§/l m&/l mgl mg/l mE/l FAU
11/4/13 | 13-3626 JRMP SEEP T 46.4 | 19610~ | 4.9 | 28.5 | 585.9] 30.9 ND 152 0
IRMPSEEPD e IR lgagd e e e b G IR L L el e e e
11/4/13 13-3627IRMPP01,ISHT 12.8 | 20670~ | 2.4 | 26.4 |623.2] 28.9 31.5 154 | 887 | ND | 7.46 1
|rmp POLISH D s 20180~ [SEEEE g 223 |EeNiEe e
RL 2.7 091} 097{ 0.38] 0.86 | 1.4 2
MDL 0.85 0.28 03] 0.12| 0.27 | 0.58 0.34




The

RAF RIIA

MVE RV
Company

SEMO PROJECT: Rivermines

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total
METHOD BLANK
Associated Lab Samples: L13-0001-3626,1.13-0001-3627
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L ND 0.38 11/4/13
Copper ug/L ND 0.97 11/4/13
Lead ug/L ND 2.7 11/4/13
Zinc ug/L ND 0.91 11/4/13
Nickel ug/L ND 0.86 11/4/13
Thallium ug/L ND 1.86 11/4/13
Iron ug/L ND 2.0 11/4/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 513 103% 85-115%
Copper ug/L 500 502 100% 85-115%
Lead ug/L 500 512 102% 85-115%
Zinc ug/L 500 513 103% 85-115%
Nickel ug/L 500 513 103% 85-115%
Iron ug/L 500 512 102% 85-115%
MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME:  13-3626 1/100 dil

Parameter Units Results Conc Spike Results Results Rec Rec Limits Qual
Cadmium ug/L 0.22 500 500 506 506 101% 101%  70-130%
Copper ug/L 0.24 500 500 508 502 102% 100%  70-130%
Lead ug/L 0 500 500 502 502 100% 100%  70-130%
Zinc ug/L 196.1 500 500 703 703 101% 101%  70-130%
Nickel ug/L 59 500 500 512 508 101% 100%  70-130%
Iron ug/L 0 500 500 507 512 101% 102%  70-130%



The Quentin J. Schmidt Analytical Laboratory
NEAR 43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L13-0001-3626,L.13-0001-3627
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 0.99 5 11/7/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec  Limits Qualifiers
Alkalinity mg/L. CaCO3 100 97 97%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCS Results % Rec  Limits Qualifiers
Alkalinity mg/L CaCO3 100 96 96%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3626
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 152 154 101%  85-115%
pH SM4500-H+E Results QC Limits Lab Standard Number
ICV Buffer 7.00 6.99 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L13-0002-0037
ICV Buffer 10.01 10.00 9.96-10.06 L13-0002-0039
CCV Buffer 10.0( 9.99 9.96-10.06 L.13-0002-0004
CCV Buffer 4.05 4.01 3.95-4.05 L13-0002-0040

Slope 98.4% 90-102%



Quentin J. Schmidt Analytical Laboratory

The
BGE R'U.'." 43 Iron County Road No 1 Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: IC 300.00
ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0

METHOD BLANK MATRIX:Water
Associated Lab Samples: 1.13-0001-3626,1.13-0001-3627
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/6/13

MATRIX SPIKE SAMPLE
SAMPLE NUMBER / NAME: 13-3626

MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results  Results Rec % Rec Limits  Qual
Sulfate mg/l 8.7 4 12.2 12.3 88% 90%  75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec  Limits  Qualifiers

Sulfate mg/l 5 49 98% 85-115



Quentin J. Schmidt Analytical Laboratory

The
RAF MIEAR 43 Iron County Road No 1 Bldg 3
Ve 'Eon?p:n'y Viburnum, MO 65566

QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

(573) 244-8105

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3627
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/l ND 5 11/4/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3627
Parameter Units Results Duplicate Qual
Total Suspended Solids ~ mg/l 1.5 1
LABORATORY CONTROL SAMPLE L13-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits  Qualifiers

Total Suspended Solids  mg/l 5 5 100% 85-115




Quentin J. Schmidt Analytical Laboratory

‘:eAE REAl 43 Iron County Road No 1 Bldg 3
YVVE RVN .
Company Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS
NA  [Not Analyzed
ND |Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
* Estimated value, QA/QC criteria not met.
i Unusable value, QA/QC criteria not met.
***  |Dissolved result > than associated Total result.
L 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES  Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 TLL GWP 11/8/2013
Alka JT Manager Date
IC TLL EJS 11/8/2013




THE DOE RUN COMPANY
SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS | pH |} Tuidity
Date | Number ug/l ug/l ug/l | ug/l | ug/l | ug/l ug/l mg/l | mg/l
11/6/13 | 13-3648 JRMP SEEP T 53.0 | 20370~ § 5.6 | 26.7 | 666.0] 32.6 ND 159 | 811 |
[rnp sEEP D g 20180~ [REEEEMBERGIESRRIESEE Np  [EEE R e i
11/6/13 ] 13-3649 JRMP POLISH T 142 | 19440~ | 2.5 | 25.7 |600.7| 289 | 36.8 151 | 791 | ND | 725 | 1
RMP POLISH D 19640 B MR EE] s  |EEEpa S i
RL 2.7 091y 0.97] 0.38| 0.86 | 1.4 2
MDL 0.85 0.28 0.3] 0.12] 0.27 | 0.58 0.34




The
RAPFE PRI
MVE "RNVIY

Company

SEMO PROJECT: Rivermines
ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

METHOD BLANK
Associated Lab Samples: L13-0001-3648,1.13-0001-3649
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L ND 0.38 11/6/13
Copper ug/L 0.27 0.97 11/6/13
Lead ug/L ND 2.7 11/6/13
Zine ug/L ND 0.91 11/6/13
Nickel ug/L 1.6 0.86 11/6/13
Thallium ug/L ND 1.86 11/6/13
Iron ug/L ND 2.0 11/6/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 530 106% 85-115%
Copper ug/L 500 517 103% 85-115%
Lead ug/L 500 530 106% 85-115%
Zinc ug/L 500 534 107% 85-115%
Nickel ug/L 500 530 106% 85-115%
Iron ug/L 500 521 104% 85-115%
MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME:  13-3648 1/100 dil

Parameter Units Results Conc Spike Results Results Rec Rec Limits Qual
Cadmium ug/L 0.28 500 500 526 521 105% 104%  70-130%
Copper ug/L 0.45 500 500 512 502 102% 100%  70-130%
Lead ug/L 0 500 500 524 518 105% 104%  70-130%
Zinc ug/L 204 500 500 733 724 106% 104%  70-130%
Nickel ug/L 9.5 500 500 535 529 105% 104%  70-130%
Iron ug/L 0 500 500 518 513 104% 103%  70-130%




The Quentin J. Schmidt Analytical Laboratory

BGE Ru,l" 43 Tron Counfy Road No 1 Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L.13-0001-3648,1.13-0001-3649
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 0.99 5 11/713
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 97 97%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 96 9%6%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3648
LCS % Rec
Parameter Units Results ResultsDup % Rec  Limits Qualifiers
Alkalinity mg/L CaCO3 159 161 101%  85-115%
pH SM4500-H+k Results QC Limits Lab Standard Number
ICV Buffer 7.00 6.99 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L13-0002-0037
ICV Buffer 10.01 10.00 9.96-10.06 1.13-0002-0039
CCV Buffer 10.0( 9.99 9.96-10.06 L13-0002-0004
CCV Buffer 4.05 4.01 3.95-4.05 1.13-0002-0040

Slope 98.4% 90-102%



Quentin J. Schmidt Analytical Laboratory

The
B G E Rlul 'l'l 43 Iron County Road No 1 Bldg 3
Compaay Viburnum, MO 65566
(573) 244-8105
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: IC 300.00

ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3648,1.13-0001-3649
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/6/13
MATRIX SPIKE SAMPLE
SAMPLE NUMBER / NAME: 13-3648
MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results  Results Rec % Rec Limits  Qual
Sulfate mg/1 8.1 4 11.9 124 95% 108% 75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec  Limits  Qualifiers
Sulfate mg/l 5 4.8 96% 85-115



Quentin J. Schmidt Analytical Laboratory

MfFE MEEAS 43 Iron County Road No 1 Bldg 3
e 'Eo:’p:':y Viburnum, MO 65566
(573) 244-8105

QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3649
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/l ND 5 11/11/12
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3649
Parameter Units Results Duplicate Qual
Total Suspended Solids  mg/l 2 2
LABORATORY CONTROL SAMPLE L13-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits Qualifiers

Total Suspended Solids  mg/l 5 4.5 90% 85-115




Quentin J. Schmidt Analytical Laboratory

T:AE Ikl 43 Iron County Road No 1 Bldg 3
R ““g,g Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS
NA  |Not Analyzed
ND [Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
- Estimated value, QA/QC criteria not met.
*% Unusable value, QA/QC criteria not met.
***  |Dissolved result > than associated Total result.
A 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES  Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 TLL GWP 11/12/2013
Alka JT Manager Date
IC TLL EJS 11/12/2013




THE DOE RUN COMPANY

SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS | pH | rumidgty
Date | Number ug/l ug/| ug/l | ug/l | ug/l | ugl ug/l mg/l | mg/l FAU
11/8/13 | 13-3650 JRMP SEEP T 458 | 19380~ § 4.4 | 25.6 |574.6] 26.9 ND 156 | 809 | 0
JRMP SEEP D ST 1960 R RIS e ] ND S S
11/8/13 13-36511RMPROUGHT ND 4514~ 1 0.37J10.17 J}486.7| 23.7 630.5 152 886 6
IRMPROUGHD 68~ |SEE TS EIEEEEE ] 5717 | A R S
11/8/13 | 13-3652 IRMP POLISH T 12.9 | 18980~ | 2.5 | 242 224 35.1 157 | 824 | ND | 7.52 4
|rvp poLisH D sel 18050~ [ ENEEmElRREmeES] 197  [EEdlE e el de
RL 2.7 0911 097] 0.38] 0.86 | 1.4 2
MDL 0.85 0.28 0.3] 0.12f 0.27 | 0.58 0.34




The Quentin J. Schmidt Analytical Laboratory

DOE RUN 43 Iron County Road No 1 Bldg 3
Company Viburnum, MO 65566

(573) 244-8105

SEMO PROJECT: Rivermines
ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total

METHOD BLANK
Associated Lab Samples: L13-0001-3650,1.13-0001-3651,L.13-0001-3652
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L ND 0.38 11/8/13
Copper ug/L ND 0.97 11/8/13
Lead ug/L ND 2.7 11/8/13
Zinc ug/L ND 0.91 11/8/13
Nickel ug/L ND 0.86 11/8/13
Thallium ug/L ND 1.86 11/8/13
Iron ug/L ND 2.0 11/8/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 521 104% 85-115%
Copper ug/L 500 514 103% 85-115%
Lead ug/L 500 518 104% 85-115%
Zinc ug/L 500 524 105% 85-115%
Nickel ug/L 500 520 104% 85-115%
Iron ug/L 500 524 105% 85-115%

MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME:  13-3650 1/100 dil

Parameter Units Results Conc Spike Results Rec Limits Qual
Cadmium ug/L 0.07 500 500 510 102%  70-130%
Copper ug/L 0.05 500 500 512 102%  70-130%

Lead ug/L 0 500 500 502 100%  70-130%
Zinc ug/L 194 500 500 699 101%  70-130%
Nickel ug/L 5.9 500 500 511 101%  70-130%

Iron ug/L 0 500 500 516 103%  70-130%




The Quentin J. Schmidt Analytical Laboratory

RAF RIIA 43 Ir 1B
YUVE RVIY on Counfy Road No 1 Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L13-0001-3650,1.13-0001-3651,1.13-0001-3652
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.97 5 11/11/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 95 95%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 97 97%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3650
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 156 157 101%  85-115%
pH SM4500-H+I Results QC Limits Lab Standard Number
ICV Buffer 7.00 7.00 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L.13-0002-0037
ICV Buffer 10.01 10.01 9.96-10.06 L.13-0002-0039
CCV Buffer 10.0( 10.02 9.96-10.06 L13-0002-0004
CCV Buffer 4.05 4.01 3.95-4.05 L13-0002-0040

Slope 97.1% 90-102%



The Quentin J. Schmidt Analytical Laboratory

RAFE NI 43 Iron County Road No 1 Bldg 3
VVEL "ngy Viburnum, MO 65566
(573) 244-8105

QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: IC 300.00
ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0

METHOD BLANK MATRIX:Water
Associated Lab Samples: 1.13-0001-3650,L.13-0001-3651,L.13-0001-3652
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/8/13

MATRIX SPIKE SAMPLE
SAMPLE NUMBER / NAME: 13-3650

MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results  Results Rec % Rec Limits  Qual
Sulfate mg/l 8.1 4 11.8 12.2 93% 103% 75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits  Qualifiers

Sulfate mg/l 5 49 98% 85-115



Quentin J. Schmidt Analytical Laboratory

The
™ FFEAN 43 Iron County Road No 1 Bldg 3
s 'gogx):n‘y Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3652
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/l ND 5 11/11/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3652
Parameter Units Results Duplicate Qual
Total Suspended Solids  mg/l 0 0
LABORATORY CONTROL SAMPLE L13-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits  Qualifiers

Total Suspended Solids  mg/l 5 45 90% 85-115




Quentin J. Schmidt Analytical Laboratory

1:0“! MBIIAS 43 Iron County Road No 1 Bldg 3
Wk ,wg Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS
NA |Not Analyzed
ND |Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
¥ Estimated value, QA/QC criteria not met.
ki Unusable value, QA/QC criteria not met.
*¥*  [Dissolved result > than associated Total result.
i 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES  Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 TLL GWP 11/12/2013
Alka JT Manager Date
IC TLL EJS 11/12/2013




THE DOE RUN COMPANY

SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS | pH | Tuidey
Date | Number |_ug/l ug/l ug/l | ug/l | ug/l | ug/l ug/l mg/l | m
11/11/13 | 13-3661 JRMP SEEP T 39.9 1 19750~ | 4.0 | 27.1 {531.8] 26.1 ND 152 884
[rmp seep p | 195200 |0 e el N |EREEE
11/11/13 | 13-3662 [Rmp ROUGH T ND | 7000 547.0| 28.7 | 5853 | 147 | 8ss
IRMP ROUGH D Sl 4576 |EE SRR 5351 |
11/11/13 | 13-3663 JRMP POLISH T 9.3 | 20080 | ND | 19.5 | 398.7| 32.6 20.2 153 | 894
RMP POLISH D | 199200 |0 i | SRR
RL 2.7 091 097 0.38] 0.86 | 1.4 2
MDL 0.85 0.28 0.3] 0.12f 0.27 | 0.58 0.34




The
RAFE PREIA
UVE RVIN

Company

SEMO PROJECT: Rivermines
ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

METHOD BLANK
Associated Lab Samples: 1.13-0001-3661,L.13-0001-3662,1.13-0001-3663
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L ND 0.38 11/11/13
Copper ug/L 0.49 0.97 11/11/13
Lead ug/L 0.5 2.7 11/11/13
Zinc ug/L 2 091 11/11/13
Nickel ug/L 0.27 0.86 11/11/13
Thallium ug/L ND 1.86 11/11/13
Iron ug/L 35 2.0 11/11/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 517 103% 85-115%
Copper ug/L 500 517 103% 85-115%
Lead ug/L 500 516 103% 85-115%
Zinc ug/L 500 520 104% 85-115%
Nickel ug/L 500 517 103% 85-115%
Iron ug/L 500 519 104% 85-115%
MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME: 13-3661 1/100 dil

Parameter Units Results Conc Spike Results Results Rec Rec Limits Qual
Cadmium ug/L 0.07 500 500 515 514 103% 103%  70-130%
Copper ug/L 0 500 500 515 511 103%  102%  70-130%
Lead ug/L 0 500 500 508 508 102% 102%  70-130%
Zinc ug/L 197.5 500 500 714 708 103% 102%  70-130%
Nickel ug/L 5.7 500 500 514 516 102% 102%  70-130%
Iron ug/L 0 500 500 512 512 102% 102%  70-130%




The Quentin J. Schmidt Analytical Laboratory
NERN 43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: 1.13-0001-3661,1.13-0001-3662,1.13-0001-3663
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.97 5 11/11/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 95 95%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCSResults % Rec  Limits Qualifiers
Alkalinity mg/L CaCO3 100 97 97%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3661
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 152 152 100%  85-115%
pH SM4500-H+F Results QC Limits Lab Standard Number
ICV Buffer 7.00 7.00 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L13-0002-0037
ICV Buffer 10.01 10.01 9.96-10.06 L13-0002-0039
CCV Buffer 10.0( 10.02 9.96-10.06 L13-0002-0004
CCV Buffer 4.05 4.01 3.95-4.05 L13-0002-0040

Slope 97.1% 90-102%



Quentin J. Schmidt Analytical Laboratory

The
BG E Rlul'l'l 43 Iron County Road No 1 Bldg 3
Company Viburnum, MO 65566
(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: IC 300.00
ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0
METHOD BLANK MATRIX: Water
Associated Lab Samples: L13-0001-3661,L13-0001-3662,1.13-0001-3663
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/11/13
MATRIX SPIKE SAMPLE
SAMPLE NUMBER / NAME: 13-3661
MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results  Results Rec % Rec Limits  Qual
Sulfate mg/1 8.8 - 13.1 128  108% 100%  75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec  Limits  Qualifiers
Sulfate mg/l 5 43 86% 85-115




Th

l\eAE N EAS

MVE IKVIY
Company

QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

METHOD BLANK MATRIX:Water
Associated Lab Samples: 113-0001-3663
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/l ND 5 11/11/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3663
Parameter Units Results Duplicate Qual
Total Suspended Solids  mg/l 0 0.5
LABORATORY CONTROL SAMPLE L13-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec  Limits  Qualifiers

Total Suspended Solids  mg/l 5 4.5 90% 85-115




Quentin J. Schmidt Analytical Laboratory

Tl:el\l! Il 43 Iron County Road No 1 Bldg 3
VVE RVNY ;
Company Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS
NA |Not Analyzed
ND  |Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
* Estimated value, QA/QC criteria not met.
** Unusable value, QA/QC criteria not met.
***  |Dissolved result > than associated Total result.
& 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES _ Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 KLM GWP 11/12/2013
Alka JT Manager Date
IC TLL EJS 11/12/2013




THE DOE RUN COMPANY

SEMO DIVISION - CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS | pH | Tubidiy
Date | Number uE/l ug/l ug ug/l ug/l 4u§/l ug/l mg/.ﬁl m§/l mg/1 mg/l | FAU
11/13/13 § 13-3675 JRMP SEEP T 37.9 | 20340~ | 3.8 | 26.9 | 526.5| 28.2 ND
jrmp sEEP D ' 20200~ | e L] ND
11/13/13 l3-3676IRMPROUGHT ND 5558» ND |0.16 J}556.8| 28.0 | 525.1
IRMP ROUGH D 3 52820 [ 2l ] 4958 | s
11/13/13 | 13-3677 IRMP POLISHT 12.0 | 20010" 23 259 | 578.3| 30.6 26.3 148 860 ND 7.37 1
RMP POLISH D ~ ] 198507 : | 183 |
RL 27 ] 091 | 097 038|086 | 1.4 2
{MDL 085| 028 | 03 |012]027]|058]| 034




The
RAFE RIIAI
MVE RVIY

Company

SEMO PROJECT: Rivermines

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total
METHOD BLANK
Associated Lab Samples: L13-0001-3675,L13-0001-3676,1.13-0001-3677
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L ND 0.38 11/14/13
Copper ug/L 0.41 0.97 11/14/13
Lead ug/L ND 2.7 11/14/13
Zinc ug/L. ND 0.91 11/14/13
Nickel ug/L ND 0.86 11/14/13
Thallium ug/L ND 1.86 11/14/13
Iron ug/L ND 2.0 11/14/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 518 104% 85-115%
Copper ug/L 500 508 102% 85-115%
Lead ug/L 500 516 103% 85-115%
Zinc ug/L 500 523 105% 85-115%
Nickel ug/L 500 517 103% 85-115%
Iron ug/L 500 514 103% 85-115%
MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME: 13-3675 1/100 dil

Parameter Units Results Conc Spike Results Results Rec Rec Limits Qual
Cadmium ug/L 0.12 500 500 540 527 108% 105%  70-130%
Copper ug/L 0.42 500 500 509 504 102% 101%  70-130%
Lead ug/L 0 500 500 543 530 109%  106%  70-130%
Zinc ug/L 203 500 500 744 727 108% 105%  70-130%
Nickel ug/L 58 500 500 545 531 108% 105%  70-130%
Iron ug/L 0 500 500 526 508 105%  102%  70-130%



Quentin J. Schmidt Analytical Laboratory

The
RAF NRIIAL 43 Iron County Road No 1 Bldg 3
VUL RVIY g 5
Company Viburnum, MO 65566
(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity
METHOD BLANK
Associated Lab Samples: L.13-0001-3675,L.13-0001-3676,1.13-0001-3677
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.98 5 11/15/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 95 95%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 95 95%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3675
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 151 151 100%  85-115%
pH SM4500-H+E Results QC Limits Lab Standard Number
ICV Buffer 7.00 6.99 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L13-0002-0037
ICV Buffer 10.01 10.01 9.96-10.06 L13-0002-0039
CCV Buffer 10.0( 10.01 9.96-10.06 L13-0002-0044
CCV Buffer 4.05 4.01 3.95-4.05 L13-0002-0040
Slope 96.2% 90-102%



Quentin J. Schmidt Analytical Laboratory

The
3GE Rlul'l'l 43 Iron County Road No 1 Bldg 3
Company Viburnum, MO 65566
(573) 244-8105
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines

ANALYSIS METHOD: IC 300.00
ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0

METHOD BLANK MATRIX:Water
Associated Lab Samples: 1L13-0001-3675,1.13-0001-3676,L.13-0001-3677
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/13/13
MATRIX SPIKE SAMPLE
SAMPLE NUMBER / NAME:  13-3675
MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results  Results Rec % Rec  Limits Qual
Sulfate mg/l 9 4 12.2 12.2 80% 80% 75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec  Limits  Qualifiers

Sulfate mg/l 5 4.5 90% 85-115



Quentin J. Schmidt Analytical Laboratory

BGE Rlul'l'l 43 Iron County Road No 1 Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines

ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

METHOD BLANK MATRIX:Water
Associated Lab Samples: 113-0001-3677
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/l ND 5 11/18/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3677
Parameter Units Results Duplicate Qual
Total Suspended Solids ~ mg/l 0 0
LABORATORY CONTROL SAMPLE L13-0002-0065
Spike LCS  %Rec
Parameter Units Cone. LCS Results % Rec Limits  Qualifiers

Total Suspended Solids  mg/l 5 4.5 90% 85-115




Quentin J. Schmidt Analytical Laboratory

The
RAFE BIIA 43 Iron County Road No 1 Bldg 3
UVE RVIY :
Company Viburmum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS

NA  |Not Analyzed
ND  |Not detected/ below Method Detection Limit.

B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
*

Estimated value, QA/QC criteria not met.
*ok Unusable value, QA/QC criteria not met.
***  |Dissolved result > than associated Total result.

A 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES  Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 JAA GWP 11/20/2013
Alka JAA Manager Date
IC TLL EJS 11/20/2013




THE DOE RUN COMPANY

SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS | pH | Tusbidity
Date | Number ug/l | ug/l ug/l | ug/l | ug/l | ug/l ug/l mg/l | mg/l | mg/l | mg/l | FAU
11/15/13 § 13-3692 JRMP SEEP T 39.7 | 20100 39 29.9 | 521.5] 29.3 3.4 141 865 | | 739 0
RMP SEEP D S 20550/ | T s e B e R
11/15/13 § 13-3693 [RMP ROUGH T ND 6266™ 1033 1] 612.7] 29.7 | 4506 1
JrMP ROUGH D T 6274~wx | R S ] 4386 |5 : £ e
11/15/13 | 13-3694 IRMP POLISH T 16.1 | 19860~ | 2.9 | 28.3 | 532.1| 29.0 21.1 145 | 866 | ND | 7.44 0
[rme poLISH D | 20260+ [EEEEE R ie 184 @SR s % Tk
RL 2.7 091] 097 038} 086 | 1.4 2
MDL 0.85 0.28 0.3] 0.12] 0.27 | 0.58 0.34




The
RAF RIIAF
MVE VN

Company

SEMO PROJECT: Rivermines
ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

METHOD BLANK
Associated Lab Samples: L13-0001-3692,1.13-0001-3693,1.13-0001-3694
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L ND 0.38 11/18/13
Copper ug/L 0.01 0.97 11/18/13
Lead ug/L ND 2.7 11/18/13
Zinc ug/L 0.84 0.91 11/18/13
Nickel ug/L 0.09 0.86 11/18/13
Thallium ug/L ND 1.86 11/18/13
Iron ug/L 0.80 2.0 11/18/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 553 111% 85-115%
Copper ugL 500 531 106% 85-115%
Lead ug/L 500 543 109% 85-115%
Zinc ug/L 500 554 111% 85-115%
Nickel ug/L 500 538 108% 85-115%
Iron ug/L 500 533 107% 85-115%
MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME: 13-3692 1/100 dil

Parameter Units Results Conc Spike Results Results Rec Rec Limits Qual
Cadmium ug/L 0 500 500 547 524 109% 105%  70-130%
Copper ug/L 0 500 500 514 490 103% 98% 70-130%
Lead ug/L 0.85 500 500 536 512 107% 102%  70-130%
Zinc ug/L 201 500 500 745 714 109% 103%  70-130%
Nickel ug/L 5.8 500 500 530 508 105% 100%  70-130%
Iron ug/L 0 500 500 516 495 103% 9%  70-130%



The Quentin J. Schmidt Analytical Laboratory

BGE Ru'l" 43 Iron Counfy Road No | Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L13-0001-3692,1.13-0001-3693,L13-0001-3694
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.98 5 11/15/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 95 95%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 95 95%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3692
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 141 143 101%  85-115%
pH SM4500-H+E Results QC Limits Lab Standard Number
ICV Buffer 7.00 6.99 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L.13-0002-0037
ICV Buffer 10.01 10.01 9.96-10.06 1L13-0002-0039
CCV Buffer 10.0( 10.01 9.96-10.06 L13-0002-0044
CCV Buffer 4.05 4.01 3.95-4.05 L13-0002-0040

Slope 96.2% 90-102%



Quentin J. Schmidt Analytical Laboratory

The
RAFE RIIAX 43 Iron County Road No 1 Bldg 3
YVVEL "Cogp::y Viburnum, MO 65566
(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: IC 300.00
ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0
METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3692,1.13-0001-3693,1.13-0001-3694
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/15/13
MATRIX SPIKE SAMPLE
SAMPLE NUMBER / NAME:  13-3692
MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results  Results Rec %Rec Limits  Qual
Sulfate mg/l 8.6 4 12.6 126  100% 100% 75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec  Limits Qualifiers
Sulfate mg/l 5 44 88% 85-115




Quentin J. Schmidt Analytical Laboratory

The
NAF MEIEAR 43 Iron County Road No 1 Bldg 3
LA = lgo :l p:; Viburnum, MO 65566

QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

(573) 244-8105

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3694
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/l ND S 11/18/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3694
Parameter Units Results Duplicate Qual
Total Suspended Solids mg/l 0 0
LABORATORY CONTROL SAMPLE L13-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec  Limits  Qualifiers

Total Suspended Solids  mg/l 5 4.5 90% 85-115




Quentin J. Schmidt Analytical Laboratory

T:Al'_' RIIAr 43 Iron County Road No 1 Bldg 3
VVE "Cogp::y Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS
NA  [Not Analyzed
ND |Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
* Estimated value, QA/QC criteria not met.
Sl Unusable value, QA/QC criteria not met.
**%  |Dissolved result > than associated Total result.
i 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES  Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 TLL GWP 11/20/2013
Alka JAA Manager Date
IC TLL EJS 11/20/2013




THE DOE RUN COMPANY
SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS pH ] Tusbidiey
Date | Number ug/l ug/l ug/l | ug/l | ug/l | ug/l ug/l mg/l | mg/l | mg/l | mg/l | FAU
11/18/13 § 13-3700 JRMP SEEP T 52.4 1 20740" | 4.2 | 274 |636.9] 27.9 2.5 1
[rnp seep D 214000 peaEEEEY 23 s
11/18/13 | 13-3701 |]RMP ROUGH T ND | 6060 618.4| 26.9 | 454.0 5
RMP ROUGH D 5714 | ey ] 4235 e
11/18/13 | 13-3702 JRMP POLISH T 17.5 | 23160~ | 1.8 | 30.2 ] 663.6( 27.2 37.5 0
[rmp poLIsH D & 22830~ | | 224 :
RL 2.7 091f 097/ 0.38] 0.86 | 1.4 2
MDL 0.85 0.28 03| 0.12} 0.27 | 0.58 0.34




The Quentin J. Schmidt Analytical Laboratory

EGE RUN 43 Iron County Road No 1 Bldg 3
Eh—" Viburnum, MO 65566

(573) 244-8105

SEMO PROJECT: Rivermines
ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total

METHOD BLANK
Associated Lab Samples: L13-0001-3700,1.13-0001-3701,L13-0001-3702
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L ND 0.38 11/18/13
Copper ug/L ND 0.97 11/18/13
Lead ug/L 0.19 2.7 11/18/13
Zinc ug/L 0.73 091 11/18/13
Nickel ug/L ND 0.86 11/18/13
Thallium ug/L ND 1.86 11/18/13
Iron ug/L ND 2.0 11/18/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 548 110% 85-115%
Copper ugl 500 522 104% 85-115%
Lead ug/L 500 540 108% 85-115%
Zinc ug/L 500 554 111% 85-115%
Nickel ug/L 500 542 108% 85-115%
Iron ug/L 500 534 107% 85-115%

MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME: 13-3700 1/100 dil

Parameter Units Results Cone Spike Results Results Rec Rec Limits
Cadmium ug/L 0.1 500 500 522 530 104% 106%  70-130%
Copper ug/L 0 500 500 512 522 102% 104%  70-130%
Lead ug/L 0.55 500 500 508 517 101% 103%  70-130%
Zinc ug/L 207 500 500 733 741 105% 107%  70-130%
Nickel ug/L 7 500 500 514 523 101% 103%  70-130%

Iron ug/L 0 500 500 507 513 101%  103%  70-130%



The

RAFE RIIA

MVE RVINY
Company

QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

METHOD BLANK
Associated Lab Samples: L13-0001-3700,1.13-0001-3701,L13-0001-3702
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.97 5 11/21/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 95 95%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
: LCS % Rec
Parameter Units Spike Conc LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 95 95%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3700
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L. CaCO3 164 165 101%  85-115%
pH SM4500-H+E Results QC Limits Lab Standard Number
ICV Buffer 7.00 7.00 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L13-0002-0037
ICV Buffer 10.01 10.00 9.96-10.06 L.13-0002-0039
CCV Buffer 10.0( 10.02 9.96-10.06 L13-0002-0004
CCV Buffer 4.05 4.00 3.95-4.05 L13-0002-0040
Slope 98.1% 90-102%



Quentin J. Schmidt Analytical Laboratory

BGE Rlul'l'l 43 Iron County Road No 1 Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines

ANALYSIS METHOD: IC 300.00
ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0

METHOD BLANK MATRIX:Water
Associated Lab Samples: 1.13-0001-3700,1.13-0001-3701,1.13-0001-3702
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/18/13
MATRIX SPIKE SAMPLE
SAMPLE NUMBER / NAME:  13-3700
MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results  Results Rec % Rec Limits  Qual
Sulfate mg/l 8.8 4 12.1 12.8 83% 100% 75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec  Limits  Qualifiers

Sulfate mg/l 5 4.4 88% 85-115




The

RAFEE FAYEAN

MVE NRNVIY
Company

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

Viburnum, MO 65566
(573) 244-8105

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3702
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/l ND 5 11/18/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3702
Parameter Units Results Duplicate Qual
Total Suspended Solids  mg/l 0 0
LABORATORY CONTROL SAMPLE 113-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits Qualifiers

Total Suspended Solids  mg/l 5 4.5

90% 85-115




Quentin J. Schmidt Analytical Laboratory

KOAE MIIAl 43 Iron County Road No 1 Bldg 3
s 'E.}.',’,!f, Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS
NA  |Not Analyzed
ND  [Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
* Estimated value, QA/QC criteria not met.
wk Unusable value, QA/QC criteria not met.
***  |Dissolved result > than associated Total result.
A 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES  Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 TLL GWP 11/25/2013
Alka JT Manager Date
IC TLL EJS 11/25/2013




THE DOE RUN COMPANY
SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample | Lab Sample Name | Pb Zn Cu [ Cd | Ni [ T Fe | Alka] S04 | TSS | pH | tuvidn
Date | Number ug/1 ug/l ug/l | ug/l | ug/l | ug/l ug/l mg/l | mg/l | mg/l | mg/l | FAU
11/20/13 | 13-3708 JRMP SEEP T 39.6 | 20140" | 4.5 | 28.3 | 538.0| 33.0 2.1 0
RMP SEEP D FEEY 19490~ |EEEIERETEIEE SRS 2.
11/20/13 | 13-3709 JRMP ROUGH T ND 6450 ND [0.127J]657.8] 32.7 | 414.1 1
RMP ROUGH D cacd 6172~ | | 3985 |0
11/20/13 § 13-3710 IRMPPOLISHT 14.6 | 20510~ | 2.6 | 28.0 | 562.3} 32.0 35.3 149 | 885 | ND | 7.41 0
Jrme PoLISH D ~oEE] 20080~ PRSENESURITT IS 234 Sk Rl e et b
RL 2.7 091} 097 038| 0.86 | 14 2
MDL 0.85 0.28 0.3] 0.12| 0.27 | 0.58 0.34




The

RAFE PRIIAI
YUVE VN
Company

SEMO PROJECT: Rivermines

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total
METHOD BLANK
Associated Lab Samples: 1.13-0001-3708,1.13-0001-3709,L13-0001-3710
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L 0.65 0.38 11/20/13
Copper ug/L 0.78 0.97 11/20/13
Lead ug/L ND 2.7 11/20/13
Zinc ug/L 0.71 0.91 11/20/13
Nickel ug/L 1. 0.86 11/20/13
Thallium ug/L ND 1.86 11/20/13
Iron ug/L ND 2.0 11/20/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 537 107% 85-115%
Copper ug/L 500 524 105% 85-115%
Lead ug/L 500 528 106% 85-115%
Zinc ug/L 500 540 108% 85-115%
Nickel ug/L 500 530 106% 85-115%
Iron ug/L 500 531 106% 85-115%
MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME:  13-3708 1/100 dil

Parameter Units Results Cong Spike Results Results Rec Rec Limits Qual
Cadmium ug/L 0.16 500 500 540 534 108% 107%  70-130%
Copper ug/L 0.18 500 500 528 527 106% 105%  70-130%
Lead ug/L 0 500 500 525 518 105% 104%  70-130%
Zinc ug/L 201 500 500 746 734 109% 107%  70-130%
Nickel ug/L 6.7 500 500 525 522 104% 103%  70-130%
Iron ug/L 0 500 500 521 519 104% 104%  70-130%




The Quentin J. Schmidt Analytical Laboratory

RAE RIIAL 3Ir ty Road No 1 Bld
UULE RVIY 43 Iron Coun'y oad No g 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L13-0001-3708,L.13-0001-3709,L.13-0001-3710
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.97 5 11/21/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L. CaCO3 100 95 95%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCSResults % Rec  Limits Qualifiers
Alkalinity mg/L CaCO3 100 95 95%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3708
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 150 150 100%  85-115%
pH SM4500-H+} Results QC Limits Lab Standard Number
ICV Buffer 7.00 7.00 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L13-0002-0037
ICV Buffer 10.01 10.00 9.96-10.06 L13-0002-0039
CCV Buffer 10.0( 10.02 9.96-10.06 L13-0002-0044
CCV Buffer 4.05 4.00 3.95-4.05 L13-0002-0040

Slope 98.1% 90-102%



Quentin J. Schmidt Analytical Laboratory

The
DGE Rlul'l'l 43 Iron County Road No 1 Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: IC 300.00
ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3708,L13-0001-3709,L13-0001-3710
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/20/13
MATRIX SPIKE SAMPLE
SAMPLE NUMBER / NAME:  13-3708
MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results ~ Results Rec % Rec Limits  Qual
Sulfate mg/l 9.1 4 124 12.6 83% 88%  75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits  Qualifiers

Sulfate mg/1 5 4.8 96% 85-115



Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

The
2 VoY — - TN J Y |
MVE RNVIY
Company
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

Viburnum, MO 65566
(573) 244-8105

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3710
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids ~ mg/I ND 5 11/25/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3710
Parameter Units Results Duplicate Qual
Total Suspended Solids ~ mg/l 3.5 3.5
LABORATORY CONTROL SAMPLE L13-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec  Limits  Qualifiers

Total Suspended Solids  mg/l 5 5

100% 85-115




Quentin J. Schmidt Analytical Laboratory

Tﬂheﬁﬂ RIIAl 43 Iron County Road No 1 Bldg 3
VVE RVIY :
Company Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS )
NA  [Not Analyzed
ND |Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
* Estimated value, QA/QC criteria not met.
*k Unusable value, QA/QC criteria not met.
***  |Dissolved result > than associated Total result.
A 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES __ Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 TLL GWP 11/27/2013
Alka JT Manager Date
IC TLL EJS 11/27/2013




THE DOE RUN COMPANY
SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS | pH [ tubigry
Date | Number uﬂ ug/l Egll j& ug/l | ug/l ug/l
11/22/13 | 13-3711 JRMP SEEP T 39.6 | 19820~ | 4.9 | 25.6 | 529.5| 33.2 3.6
lrmp sEEP D © 0 |20340Me V 2.7
11/22/13 | 13-3712 JRMP ROUGH T ND 7604" 365.0
JRMP ROUGH D | 74000 339.9 |
11/22/13 | 13-3713 JRMP POLISH T 14.7 | 21030~ 31.3 151 878 ND 7.83 0
Jrvp poLISH D ] 208200 20,2 S s ; i
RL 2.7 091 0.97] 0.38] 086 1.4 2
MDL 0.85 0.28 0.3] 0.12| 0.27 | 0.58 0.34




The

nAF RIIA

WVE RV
Company

SEMO PROJECT: Rivermines

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total
METHOD BLANK
Associated Lab Samples: L13-0001-3711,L13-0001-3712,.13-0001-3713
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L ND 0.38 11/25/13
Copper ug/L 0.81 0.97 11/25/13
Lead ug/L 1.5 2.7 11/25/13
Zinc ug/L 4.7 0.91 11/25/13
Nickel ug/L 0.62 0.86 11/25/13
Thallium ug/L ND 1.86 11/25/13
Iron ug/L 0.20 2.0 11/25/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 558 112% 85-115%
Copper ug/L 500 532 106% 85-115%
Lead ug/L 500 523 105% 85-115%
Zinc ug/L 500 566 113% 85-115%
Nickel ug/L 500 528 106% 85-115%
Iron ug/L 500 519 104% 85-115%
MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME:  13-3711 1/100 dil

Parameter Units Results Conc Spike Results Results Rec Rec Limits Qual
Cadmium ug/L 0.26 500 500 566 558 113% 112%  70-130%
Copper ug/L 0.8 500 500 526 515 105% 103%  70-130%
Lead ug/L 0.07 500 500 508 500 102% 100%  70-130%
Zinc ug/L 198 500 500 768 761 114% 113%  70-130%
Nickel ug/L 6.9 500 500 521 513 103% 101%  70-130%
Iron ug/L 13 500 500 502 491 100% 98% 70-130%



The Quentin J. Schmidt Analytical Laboratory
NERR 43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L13-0001-3711,L13-0001-3712,L13-0001-3713
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.95 5 12/2/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc.  LCSResults % Rec  Limits Qualifiers
Alkalinity mg/L CaCO3 100 96 96% 85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCSResults % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 100 100%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3712
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 134 136 101%  85-115%
pH SM4500-H+E Results QC Limits Lab Standard Number
ICV Buffer 7.00 7.01 6.95-7.05 1.13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L13-0002-0037
ICV Buffer 10.01 10.01 9.96-10.06 L13-0002-0039
CCV Buffer 10.0( 10.02 9.96-10.06 L13-0002-0044
CCV Buffer 4.05 4.02 3.95-4.05 L.13-0002-0040

Slope 96.8% 90-102%



Quentin J. Schmidt Analytical Laboratory

The
RAFE RIIAL 43 Iron County Road No 1 Bldg 3
o "CXp:n'y Viburnum, MO 65566
(573) 244-8105
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: IC 300.00

ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3711,L.13-0001-3712,1.13-0001-3713
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/25/13
MATRIX SPIKE SAMPLE
SAMPLE NUMBER / NAME: 133711
MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results  Results Rec %Rec Limits  Qual
Sulfate mg/l 8 4 12 11.8 100% 95%  75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec  Limits  Qualifiers
Sulfate mg/l S 4.6 92% 85-115



Quentin J. Schmidt Analytical Laboratory

(2 Vo ¥ =0 » [ ] 43 Iron County Road No 1 Bldg 3

At FRAEES Viburnum, MO 65566
(573) 244-8105

QUALITY CONTROL DATA

SEMO PROJECT: Rivermines

ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

METHOD BLANK MATRIX:Water
Associated Lab Samples: 1.13-0001-3713
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/I ND 5 11/25/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3713
Parameter Units Results Duplicate Qual
Total Suspended Solids ~ mg/l 3 25
LABORATORY CONTROL SAMPLE L13-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits Qualifiers

Total Suspended Solids  mg/l 5 5 100% 85-115




Quentin J. Schmidt Analytical Laboratory

?AE ik 43 Iron County Road No 1 Bldg 3
it "Cxp::y Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS
NA  [Not Analyzed
ND |Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
* Estimated value, QA/QC criteria not met.
ok Unusable value, QA/QC criteria not met.
***  |Dissolved result > than associated Total result.
i 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES  Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 TLL GWP 12/3/2013
Alka CF Manager Date
IC TLL EJS 12/3/2013




THE DOE RUN COMPANY
SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS pH | Turbidiy
Date | Number ug/l ug/l ug/l | ug/l | ug/l | ug/l ug/l | mg/l | mg/l | mg/l | mg/l | FAU
11/25/13 | 13-3714 JRMP SEEP T 37.3 ] 20580~ | 3.5 | 25.6 {503.5| 31.2 1.6) 149 | 828 | = 0
IRMP SEEP D 20170~ |EEEEEEIEN S (50 [ e
11/25/13 l3-3715|RMP ROUGH T ND | 8640~ | ND |0.19J]817.4| 30.1 | 3479 143 | 872 2
Jrme ROUGH D L] s3ss |MEERAEEUIE I 3275 |l i e
11/25/13 I3-3716|RMP POLISH T 12.5 | 20600~ | 2.7 | 25.2 {514.3] 30.3 31.0 149 | 817 { ND | 7.78 0
[rme poLISH D ] 20320 | : Al 160 [ e [
RL 2.7 0911 097| 038] 0.86 | 1.4 2
MDL 0.85 0.28 03] 0.12f 0.27 | 0.58 0.34




The

RAF PRIIA

MVE RYIY
Company

SEMO PROJECT: Rivermines

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total
METHOD BLANK
Associated Lab Samples: L13-0001-3714,1.13-0001-3715,L13-0001-3716
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L ND 0.38 11/25/13
Copper ug/L ND 0.97 11/25/13
Lead ug/L ND 2.7 11/25/13
Zinc ug/L ND 091 11/25/13
Nickel ug/L 1.4 0.86 11/25/13
Thallium ug/L ND 1.86 11/25/13
Iron ug/L ND 2.0 11/25/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 535 107% 85-115%
Copper ug/L 500 527 105% 85-115%
Lead ug/L 500 518 104% 85-115%
Zinc ug/L 500 541 108% 85-115%
Nickel ug/L 500 528 106% 85-115%
Iron ug/L 500 527 105% 85-115%

MATRIX SPIKE & MATRIX SPIKE DUPLICATE

SAMPLE NUMBER / NAME: 133714 1/100 dil
Parameter Units Results Conc Spike Results Results Rec Rec Limits Qual

Cadmium ug/L 0.19 500 500 545 534 109% 107%  70-130%

Copper ug/L 0.22 500 500 534 518 107% 104%  70-130%

Lead ug/L 0 500 500 532 522 106% 104%  70-130%

Zinc ug/L 205 500 500 749 732 109% 105%  70-130%

Nickel ug/L 7.5 500 500 535 521 106% 103%  70-130%

Iron ug/L 0 500 500 524 509 105% 102%  70-130%



The Quentin J. Schmidt Analytical Laboratory

RAFE MRIIA) 4 R do
WVE RUIY 3 Iron Counfy oad No | Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L13-0001-3714,L13-0001-3715,1.13-0001-3716
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.95 5 12/2/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 96 96%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 100 100%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3715
LCS % Rec
Parameter Units Results Results Dup % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 143 145 101%  85-115%
pH SM4500-H+E Results QC Limits Lab Standard Number
ICV Buffer 7.00 7.01 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.954.05 113-0002-0037
ICV Buffer 10.01 10.01 9.96-10.06 L13-0002-0039
CCV Buffer 10.0( 10.02 9.96-10.06 L13-0002-0044
CCV Buffer 4.05 4.02 3.95-4.05 L13-0002-0040

Slope 96.8% 90-102%



Quentin J. Schmidt Analytical Laboratory

The
D G E Rlul'l'l 43 Iron County Road No 1 Bldg 3
Company Viburnum, MO 65566
(573) 244-8105
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: IC 300.00

ANALYSIS DESCRIPTION: JON CHROMOTOGRAPH 300.0

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3714,1.13-0001-3715,L13-0001-3716
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/1 ND 0.63 11/25/13
MATRIX SPIKE SAMPLE
SAMPLE NUMBER /NAME: 133714
MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results ~ Results Rec % Rec Limits  Qual
Sulfate mg/l 8.3 4 12.1 11.6 95% 83%  75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits  Qualifiers
Sulfate mg/l 5 43 86% 85-115




Quentin J. Schmidt Analytical Laboratory

Viburnum, MO 65566
(573) 244-8105

The
R FSIEAR 43 Tron County Road No 1 Bldg 3
MVE NVIY
Company
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3716
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/l ND 5 11/25/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3716
Parameter Units Results Duplicate Qual
Total Suspended Solids  mg/l 3 3
LABORATORY CONTROL SAMPLE L13-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCSResults % Rec Limits  Qualifiers

Total Suspended Solids ~ mg/l 5 5 100% 85-115




Quentin J. Schmidt Analytical Laboratory

?AE Il 43 Iron County Road No 1 Bldg 3
VVE RV i
Company Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS
NA  |Not Analyzed
ND  |Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
> Estimated value, QA/QC criteria not met.
ok Unusable value, QA/QC criteria not met.
***  |Dissolved result > than associated Total result.
- 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES  Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 JAA GWP 12/3/2013
Alka CF Manager Date
1C TLL EJS 12/3/2013




THE DOE RUN COMPANY

SEMO DIVISION -- CENTRAL LABORATORY

PO BOX 500 VIBURNUM, MISSOURI Ph 573-244-8105 Fax 573-244-8181

Sample Lab Sample Name Pb Zn Cu Cd Ni Tl Fe Alka | S04 | TSS | pH | Turbidiy
Date | Number ug/I ug/l ug/l | ug/l | ug/l | ug/l ug/| mg/l mg/l | FAU
11/27/13 | 13-3751 JRMP SEEP T 46.6 | 20440" | 4.5 | 25.3 | 581.3] 40.2 3.2 160 ] 749 0
|rmp seep b 28] 20470 | EESRIGEENIREGHEE ] 1] 40 [0 A fen
112713 | 13-3752 JrmP ROUGH T ND | 8878 | 0.48J]0.16J|919.2 389 | 4001 | 141 7.4 4
Jrvp ROUGH D sgeE] ss3a [P I e
1127113 | 13-3753 |rmp PoLISH T 15.6 | 192200 | 3.0 | 247 |537.8] 38.3 | 289 156 774 | 0
Jrmp poLISH D Sl 188400 [HESHEREEEIGAREE 155 [EaEEE e
RL 2.7 091f 0.97] 038 0.86 | 1.4 2
MDL 0.85 028] 03] 0.12] 027 058] 034




The
RAPF PRIIAS
PWVE RVIN

Company

SEMO PROJECT: Rivermines
ANALYSIS METHOD: EPA 200.7
ANALYSIS DESCRIPTION: 200.7 Metals, Total

Quentin J. Schmidt Analytical Laboratory
43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

METHOD BLANK
Associated Lab Samples: L13-0001-3751,1.13-0001-3752,1.13-0001-3753
Units Blank Result RL Analyzed Qualifiers

Cadmium ug/L 0.15 0.38 12/2/13
Copper ug/L 0.88 0.97 12/2/13
Lead ug/L 0.14 2.7 12/2/13
Zinc ug/L 0.81 091 12/2/13
Nickel ug/L. 0.41 0.86 12/2/13
Thallium ug/L ND 1.86 12/2/13
Iron ug/L ND 2.0 12/2/13
LABORATORY CONTROL SAMPLE, TOTAL

Parameter Units Spike Conc. LCS Results Rec Limits Qualifiers
Cadmium ug/L 500 532 106% 85-115%
Copper ugl 500 534 107% 85-115%
Lead ug/L 500 528 106% 85-115%
Zinc ug/L 500 541 108% 85-115%
Nickel ug/L 500 534 107% 85-115%
Iron ug/L 500 529 106% 85-115%
MATRIX SPIKE & MATRIX SPIKE DUPLICATE
SAMPLE NUMBER / NAME:  13-3751 1/100 dil

Parameter Units Results Conc Spike Results Results Rec Rec Limits Qual
Cadmium ug/L 0.22 500 500 511 498 102% 100%  70-130%
Copper ug/L 0.29 500 500 508 495 102% 99% 70-130%
Lead ug/L 0 500 500 505 492 101% 98%  70-130%
Zinc ug/L 204 500 500 744 702 108% 100%  70-130%
Nickel ug/L 7.2 500 500 518 506 102% 100%  70-130%
Iron ug/L 23 500 500 506 491 101% 98%  70-130%




Quentin J. Schmidt Analytical Laboratory
NEAR 43 Iron County Road No 1 Bldg 3

Viburnum, MO 65566
(573) 244-8105

QUALITY CONTROL DATA
SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM 2320B
ANALYSIS DESCRIPTION: 2320B Alkalinity

METHOD BLANK
Associated Lab Samples: L13-0001-3751,L13-0001-3752,1.13-0001-3753
Reporting
Parameter Units Blank Result Limit Analyzed Qualifiers
Alkalinity mg/L 1.95 5 12/2/13
LABORATORY CONTROL SAMPLE
LCS % Rec
Parameter Units Spike Conc. LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 96 9%  85-115%
LABORATORY CONTROL SAMPLE DUPLICATE
LCS % Rec
Parameter Units Spike Conc LCS Results % Rec Limits Qualifiers
Alkalinity mg/L CaCO3 100 100 100%  85-115%
LABORATORY SAMPLE DUPLICATE 13-3752
LCS % Rec
Parameter Units Resuits ResultsDup % Rec Limits Qualifiers
Alkalinity mg/L. CaCO3 141 140 99%  85-115%
pH SM4500-H+I Results QC Limits Lab Standard Number
ICV Buffer 7.00 7.01 6.95-7.05 L13-0002-0038
ICV Buffer 4.00 4.01 3.95-4.05 L13-0002-0037
ICV Buffer 10.01 10.01 9.96-10.06 1.13-0002-0039
CCV Buffer 10.0( 10.02 9.96-10.06 L13-0002-0044
CCV Buffer 4.05 4.02 3.95-4.05 L13-0002-0040

Slope 96.8% 90-102%



Quentin J. Schmidt Analytical Laboratory

The
B c E Rlul'l'l 43 Iron County Road No 1 Bldg 3
Company Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines

ANALYSIS METHOD: IC 300.00
ANALYSIS DESCRIPTION: ION CHROMOTOGRAPH 300.0

METHOD BLANK MATRIX:Water
Associated Lab Samples: L13-0001-3751,1.13-0001-3752,1.13-0001-3753
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Sulfate mg/l ND 0.63 11/27/13
MATRIX SPIKE SAMPLE
SAMPLE NUMBER / NAME: 13-3751
MS Spike MS MSD % MSD Rec
Parameter Units Results Conc Results  Results Rec %Rec Limits  Qual
Sulfate mg/l 8.5 4 12.3 12.3 95% 95%  75-125
LABORATORY CONTROL SAMPLE
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits  Qualifiers

Sulfate mg/l 5 43 86% 85-115



Quentin J. Schmidt Analytical Laboratory

The
RAar MEEAN 43 Iron County Road No 1 Bldg 3
i 'gogplan.y Viburnum, MO 65566

(573) 244-8105
QUALITY CONTROL DATA

SEMO PROJECT: Rivermines
ANALYSIS METHOD: SM2540D
ANALYSIS DESCRIPTION: SM2540D Total Suspended Solids

METHOD BLANK MATRIX:Water
Associated Lab Samples: 1.13-0001-3753
Blank Reporting
Parameter Units Result Limit Analyzed Qualifiers
Total Suspended Solids  mg/l ND 5 12/4/13
LAB DUPLICATE
SAMPLE NUMBER / NAME: 13-3753
Parameter Units Results Duplicate Qual
Total Suspended Solids  mg/l 0 0
LABORATORY CONTROL SAMPLE 1.13-0002-0065
Spike LCS  %Rec
Parameter Units Conc. LCS Results % Rec Limits Qualifier:

Total Suspended Solids ~ mg/l 5 5 100% 85-115




The Quentin J. Schmidt Analytical Laboratory
RAF RBIIAS 43 Tron County Road No 1 Bldg 3

et 'm Viburnum, MO 65566
QUALIFIERS (573) 244-8105
SEMO PROJECT
DEFINITIONS
NA  |Not Analyzed
ND |Not detected/ below Method Detection Limit.
B Potential false positive value based upon blank sample data validation procedures.
E Estimated value, exceeded the instrument calibration range.
Recommended sample preservation, extraction or analysis holding time was
G exceeded.
J Lower than reporting limit and higher than MDL and is an estimated value.
Per client request, metals analysis was conducted less than 16 hours from
K sample collection/preservation.
* Estimated value, QA/QC criteria not met.
il Unusable value, QA/QC criteria not met.
***  IDissolved result > than associated Total result.
& 1/100 Dilution
Filtered Samples prepared in the field.
ANALYTE QUALIFIERS
H Analysis conducted outside the EPA method holding time.
M Matrix spike recovery and/or matrix spike duplicate recovery was outside laboratory
control limits.
R RPD value was outside control limits.
NES  Not enough sample. Report Acceptance
Method Analysts QAO Date
200.7 TLL GWP 12/6/2013
Alka CF Manager Date
IC TLL EJS 12/6/2013




